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 BENEFITS:         
 

� Simple installation 

� Low power consumption (typically < 80 mA) 

� SCADA/AMR compatible 

� Easy to use 2 line  X 20 char four push button operator interface 

� Simple calibration interface 

� Versatile flow meter interface analog or pulse flow meters 

� Wires into 12 VDC or (90-280 VAC 50/60 HZ universal power)  
 

FEATURES: 
 

� Monitors up to 8 ION selective electrodes 

� Provides up to 8 optional isolated 0/4-20 mA outputs 

� Two to four individually controlled 15 amp relays 

� Optional PROFIBUS slave interface 

� Optional MODBUS TCP or MODBUS RTU interface 

 

 

                                                                       
 

           

 

                                                                        
      

 

Censar WEBNODE-WSAT 

(Water Security and Technology) 
 
 Simultaneously measures: 

� Data from multiple CENSAR water quality probes 

� Pressure 

� Flow meters 

� Built in Sampler interface 

� Expandable local and remote I/O 
� Advanced reporting features.   

Censar WEBNODE 
 

Censar WEBNODE US Patent No 6,035,240 with WSAT software is 
ideally suited to fulfill the requirements of water distribution 
systems. These units are designed for efficient operation and have 
extensive reporting features.. The unit is easy to install and is 
designed for durability. 
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Stores data for 60 days. Values are stored in 2 minute increments for real-time data  

Acquisition. Full scope of data is contained in users manual. 
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Standard features 
NEMA 4X enclosure 
115/230 VAC, 12 VDC input power, 24 VAC with LONWORKS option. 
(2) AC or DC optically isolated inputs, jumper selectable  
(2) 15 A fused SPST relays or 2 A N channel fused FET outputs for DC pumps 
2 line 20 char backlit LCD 
(2) key operator interface 
(6) Analog inputs 14 bit 
I/O Options: 
Full duplex SPI bus options: 
(8)  channel 0/4-20 mA outputs, (16 or 32) bit high current digital outputs (source) 
RS-232 to 56K bps 
(2) additional 15 A relays  and (2) additional optically isolated digital inputs.   

Network Interface 
Standard Ethernet 10/100 WIFI   
Wireless Standards: IEEE 802.11b; 802.11g 
Protocols Supported: ARP, UDP, TCP, Telnet, ICMP, SNMP, 
DHCP, BOOTP, Auto IP, HTTP, SMTP, TFTP 
Security:  
IEEE 802.11i - PSK with AES-CCMP Encryption 
WPA - PSK 
TKIP Encryption 
64/128-bit WEP 
Serves web pages with data storage capacity: 1.2 MB 
 
Network options: 

Profibus Slave 
LONWORKS 
Wireless 900 MHZ/2.4 GHZ ISM modem 
Dial up modem to 56K bps 

 
Environmental 
Operating  0° to 70°C (-40° to 158°F) 
Storage range: -40° to 85°C (-40° to 185°F) 

 

Censar   WEBNODE 

Specifications 
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Six CENSE 

Commercial pool 

Direct Pipe/Process 

Variant installed in a 
Pipe 

CT-CENSE Fixed Shaft 

Variant installed via a 
Standard Gate Valve 


